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ISO 3732 7 POLE S-TYPE PLUG & SOCKETS

PHOTO / TECHNICAL DRAWING

TECHNICAL SPECIFICATIONS Material:			   Nylon, black and light grey
Capacity: 			   16A at 12V (1,5 mm²),  
				    25A at 12V (2,5 mm²)
Contact termination:	 Screw contacts
Operational temp.: 	 -25 to 70 ºC

PART NR.
SC07P005 	 Flat socket
PL07P005 	 Plug 
SC07P006	 Socket

COUNTRY OF ORIGIN: 
China

STANDARDS:
REACH and RoHS compliant
ISO 1724 and 3732

CHARACTERISTICS
•	 This auxiliary system differs from the 

normal system by light grey housing,  
contact inserts and non-interchangeable 
contact arrangement Pin Colour Wire Description

1 Yellow 1,5 mm² Reversing lights

2 Blue 2,5 mm² Spare

3 White or grey 2,5 mm² Earth for pin 4

4 Green 2,5 mm² +12V permanent

5 Brown 1,5 mm² Spare

6 Red 2,5 mm² +12V via ignition switch

7 Black 2,5 mm² Earth for pin 6

SC07P005 	Flat socket
	 With cover

SC07P006 	Socket with strain relief	
	 With hanger, cover and seal

PL07P005 	 Plug 
	 With strain relief


